
FEATURES

• The 2000 Hydro Heat Pro Electric is an electric powered hydronic
heating system, boasting 2M BTU of fluid heating output, equivalent to a
59 HP boiler.

• Two 1M BTU electric water heaters, open to atmosphere, work in
tandem to safely and efficiently heat a food-grade glycol solution to
deliver heat to where it’s required.

• System operation is managed from a user-friendly, DryAir exclusive,
control panel featuring 30 stages of 20 kW each. Integrated digital
temperature control provides automatic stage drop off as loads
decrease.

• Two output circulation systems with heat exchangers:
One dedicated to potable water and one for process
water. Each circulation system consists of its own fluid-
to-fluid plate heat exchanger, pump, and plumbing
components to eliminate contamination risks. Each
output system has the capacity to heat and circulate
the full 2 million BTU independently, or they can work in
tandem.

• Considerate component layout and trailer access
design ensures that general maintenance and plate
heat exchanger servicing is convenient and practical.
Mobile for easy transport, setup and storage.

• On-board power meter displays amps, kW, kVA.
Remote monitoring allows wireless recording and
viewing of operations data.

APPLICATIONS

• Data center heat load and load bank testing for
commissioning and preventative maintenance.

• Boiler tie-in, heating and circulating a
building’s heating fluid for potable hot
water and building heat.

• Processing plants, mining and oil field projects and temporary
worksite camps for the heating and circulating of water.

• Wash facilities for post-disaster temporary shelters, multi-day events and gatherings.
• For jobs requiring more output, connect multiple HHP-E in parallel.
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HYDRO HEAT PRO ELECTRIC
2000 HHP-E
100% Efficiency & Zero-Emission Fluid Heating

2 Million BTU
100%
Electric
Fluid Heating
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HYDRO HEAT PRO ELECTRIC
2000 HHP-E cont'd

Fluid temperature range....................................................... up to 180°F (82°C)
Water heaters x2 ........................................................................600 kW Electric

Output capacity ....................................................... 2,000,000 BTU (59 HP)
Circulation pump............................................. 5 HP, 160 US GPM @ 30 PSI

Electrical .......................................................................... 480 V, 3-phase, 60 Hz
MOCP.......................................................................................1,000 Amp
MCA............................................................................................... 750 Amp
Staging .........................................................30 stages at 20 kW load steps

Circulation system
Plate heat exchanger x2 ................................................2,000,000 BTU (59 HP)

Pumps x2 .......................................................3 HP, 110 US GPM @ 30 PSI

Primary lines ................................................................. 2” fluid circulation lines
Primary connections ........................ 2” ball valves, 2” Kamlok® quick couplers

Heat transfer fluid (HTF) ................................ non-toxic propylene glycol/water

Trailer dimensions ....................................................212” L x 93.5” W x 110” H
Weight ................................................................................9,500 lbs (4,300 kg)

Tongue weight.............................................................. 1,100 lbs (500 kg)
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