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1. Warranty Policies & Claim Procedures

DryAir Manufacturing Corp. (referred to within as DryAir) warranties its new, unused equipment to be free of
defects in material and workmanship at the time of delivery to the original retail purchaser.

Warranty Policies
Basic Warranty Policy

DryAir will repair or replace, at its option, without charge, any defective part of the equipment for a
period of twelve (12) months from delivery to the first retail purchaser, F.O.B St. Brieux, SK.,
Canada.

Any parts that are covered by an extended warranty published by DryAir are an exception to the
Basic Warranty policy and are to be warrantied as per the details of the Extended Warranty Policy.
Labour is covered as per DryAir flat labour rate.

The Warranty Policy, terms, and conditions may change from time to time without prior notice.
Warranty terms and conditions are transferable in the event of the sale to a second owner.
Replacement parts will be warrantied for 90 days from the repair date. Bill of sale must accompany
the warranty claim.

The terms of this Warranty Policy are subject to provincial and state legislation. DryAir reserves the
right to make modifications in accordance with provincial and state legislation without prior notice or
obligation.

Extended Warranty Policy
Heat Exchanger

An extended warranty is available on the heat exchanger unit of the water heater assembly. The
available warranty for a part, under the extended warranty policy, is prorated by 20% per year.
Shipment date is the date to be used for the commencement of the warranty period.

Coverage schedule

Year 1 - 100%
Year 2 - 80%
Year 3 - 60%
Year 4 - 40%
Year 5 - 20%

Exceptions to the Warranty Policies

Under no circumstance shall the owner be entitled to recover costs for incidental, special, or
consequential damages such as, but not limited to loss of profit or revenue, other commercial
losses, inconvenience and/or replacement equipment rental cost.

Maintenance, repair, or service items not related to warrantable defects.

Loss or damage during shipping.

Failure resulting from lack of or improper maintenance.

Damage caused by operator abuse, negligence, or improper operation.

Damage resulting from improper voltage supply.

Damage from improper installation. Installation done by other than the manufacturer.
Non-defective items replaced at the request of the customer.

Damage due to accidents.

Damage resulting from improper fuel supply (i.e. pressure or contamination).

Damage resulting from cracked or broken lines occurring during transport.

Damage resulting from use of inadequate or improper fluids (i.e. Glycol or oil).

Mileage is not covered.

Glycol is considered a consumable and will not be covered under the warranty policy.
Generators carry their own warranty coverage through their own manufacturers. Please refer
generator issues to the OEM. Contact information may be found in the Service & Operators Manual
under Optional Equipment.

Warranty Policies & Claim Procedures 1-2
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Owner Obligations

e |tis the responsibility of the owner, at the owner's expense, to transport the equipment to the
service facility of an authorized DryAir distributor/dealer or alternately to reimburse the
distributor/dealer, for any traveling expenses incurred in fulfilling this warranty.

e The terms of this Warrpanty Policy are subject to provincial and state legislation. DryAir reserves
the right to make modifications in accordance with provincial and state legislation without prior
notice or obligation.

e ltis the responsibility of the owner to read, understand and implement the maintenance, safety and
operational guidelines as laid out in the Operation and Maintenance Guide.

e All parts are to be tagged with warranty claim number and shipped prepaid to DryAir within 30 days.

Manufacturer Obligations
o DryAir reserves the right to continually improve the product’s parts or specifications at any time
without notice or obligation.
e The terms of this Warranty Policy are subject to provincial and state legislation. DryAir reserves the
right to make modifications in accordance with provincial and state legislation without prior notice or
obligation.

Warranty Claim Procedure
e All warranty credits must be processed with the DryAir Warranty Claim Form.
e All warranty parts, unless otherwise specified, are to be returned to DryAir along with a completed
Warranty Claim Form.

Note: Prior to returning warranty parts, please call for an authorization number and shipping instructions
from the Warranty department in Canada.

Location of Warranty Depots:

USA Canada
DryAir Manufacturing Corp. DryAir Manufacturing Corp.
410 Douglas Road, Box 264 400 Service Road, Box 126
Bradner, OH 43406 St. Brieux, SK SOK 3V0
Ph. 1 (888) 750-1700 Ph. 1 (888) 750-1700

e Each warranty claim should only refer to one Serial or Production Schedule numbered unit.

e Warranty parts are to be tagged with warranty claim number.

e When claiming for warranty labour, the allowable warranty labour rate will be $85.00/hour. The
factory reserves the right to adjust the number of hours claimed where deemed necessary.

e The factory may at times specify allowable labour for certain warranty procedures.

¢ Mileage and travel time to/from the customer are not eligible for warranty credit.

e Freight charges for warranty parts are not eligible for warranty credit.

e Labour flat rates for component changes:

e Electrical Components - 0.5hr

= Relays ¢ Plumbing Components - 1hr
= Switches = Flow Reverser
= Thermostats =  Flow Switch
= Breakers = Valves
e Electric Motor Changes - 1hr e Glycol Pump Changes - 2hrs

= Hose Reel
Note: Other labour charges will be at the discretion of DryAir.
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2. Safety Concerns

General Safety Guidelines
Make certain that the operator reads and understands all the information in this manual.

All unauthorized people must be kept away from the equipment while in operation.

Maintain instructional and safety decals. Replace damaged decals. (Figure 1 - Safety Decals)
All guards must be in place when the equipment is in operation.

[ )
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N'UTILISEZ PAS SANS
0037022

GARDES EN PLACE

SAFETY FIRST

ECURITE

s e
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= e
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Figure 1 - Safety Decals
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3. Operating Features

DANGER! It is very important that you read and understand this manual before operating the reel. Failure to
follow the procedures and cautions in this manual could lead to injury or possible death.

The DryAir hose reel’s primary purpose is to dispense and collect fluid circulation hose on job sites, primarily with
respect to ground thaw and/or concrete cure operations.

The hose reel includes the following controls:

e Spool directional controls

e Momentary foot switch for load or unload application
e Hose reel drive speed

e Degree of drive engagement/braking

Drive Features & Power Requirements

e Thereel can be run off a 115 VAC, 15-amp circuit.

o Reel power and directional control is handled through two toggle switches. One controls Power -
On/Off, the other controls the Mode - Load/Unload.

e The reel motor is a high torque permanent magnet DC 1 HP motor capable of variable speed
operation. The reel operates between 5 RPM and 15 RPM. This is adjusted by the MOTOR SPEED
control dial.

¢ Drive and motor protection against inertial forces is provided by an adjustable torque-limiter clutch
located between the motor/gear box and the reel spool. The torque limiter clutch provides asmooth
interface with the spool’s high inertial forces.

e Power transmission between the gearbox and the hose reel spool is by means of an adjustable tension
belt. This belt also allows freewheeling operation of the hose reel, while allowing drag on the belt to
provide a degree of inertial limitation on the hose reel spool.

e An adjustable torque-limiter clutch located between the motor/gearbox and the reel spool provides
additional protection against high inertial load as well as offering a degree of safety against
entanglement.

Setup/Operation

CAUTION! It is very important that you read and understand this section before operating the hose reel. Failure
to follow the procedures and cautions in this manual could lead to injury or possible death.

Manual Controls
The hose reel has a master power switch, a motor direction switch, a belt tension switch, a motor speed dial, and
a circuit breaker.

CAUTION! When NOT operating the reel, put the reel Main Power toggle switch in the “Off’ position to prevent

accidental activation and possible injury. When the hose reel is to be left unsupervised, the power cord should be
unplugged from the power supply.

Operating Features 3-1
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Reel Power

Power is present when the MAIN POWER switch is in the “ON” position. The motor is operated by depressing the
foot switch, which operates a momentary contact (will only operate when depressed).

Reel Direction Modes
Mode 1 - Powered Load
Mode 2 - Freewheeling Unload
Mode 3 - Powered Unload

Mode 4 - Cold Starting .
CAUTION! Take care not to allow your hands, feet, or clothing to become s ormen

trapped in any of the reel’s moving mechanismes. - ,"? a
- sty
(. 8 i

Mode 1 - Powered Load

(EZprvam

The LOAD mode is achieved when the MOTOR OPERATION toggle
switch is in the LOAD position and the belt is sufficiently tightened to Figure 2 - Hose Reel Control Panel
transmit power from the motor/gearbox to the hose reel spool.

The foot switch is momentary and will only operate when it is depressed.

The hose must be directed manually into position on the hose reel.

The hose reel speed may be varied by means of the MOTOR SPEED dial.

Mode 2 - Freewheel Unload

The BELT TENSION switch controls the linear actuator, which positions the pivot arm, on the end of
which is an idler sheave that depresses the drive belt. This adjusts the belt tension. With the belt
loosened the hose reel may freewheel.

It is important to maintain sufficient tension on the belt to allow a degree of braking on the hose reel spool
while unrolling hose. The hose reel spool possesses a variable amount of inertia depending on its mass
and its angular velocity.

This necessitates gradually loosening the belt as the hose is unloaded: less spool inertia (from decreased
mass) requires less braking.

Note that for transport of the hose reel it is advisable to maintain sufficient tension on the hose reel to
arrest any rotation of the hose reel spool caused by motion of the unit.
Mode 3 - Powered Unload

The UNLOAD mode is achieved when the MOTOR OPERATION toggle switch is in the UNLOAD position
and the belt is sufficiently tightened to transmit power from the motor/gearbox to the hose reel spool. The
foot switch is momentary and will only operate when it is depressed.

Mode 4 - Cold Starting

It is advisable that when beginning operation below 18°F (-8°C) that the belt tension be temporarily
loosened far enough that motor rotation will not cause spool rotation and that the motor be powered for a
minimum of 5 minutes. This will allow the oil in the gearbox to warm up and to allow smooth low-
temperature operation.

Re-tension the belt following system warm-up and begin your desired operation.

Operating Features 3-2
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Mechanical Drive Components

Access to the internal mechanical drive components is through the access door. This door must be removed.

Electric Motor

¢ No regular maintenance is required.
e Low temperature automatic reset thermal protector.
e Totally enclosed and fully gasket construction for dirty environments.

o Make sure that during operation or storage, the motor is not in prolonged contact with moisture.
Refer to the table below for motor features & data:

PEODUCT FEATUERE - EWNCLOSED HIGH TORQUE PMDC MOTOR

Ilodel Mumber: MEPTRL-001-111% | Weight: 29 Lhs
Power: 1 HF Torque: 2.92 Ft*Lbs.
& 1500 EPIL Housing Eating: L ERE
Woltage: QOvVDC Insulation Class: i

Frame: HEMNA S6C Cutput Shaft: 58"
Ilounting: C-FACE mervice Factor: 1.0

Figure 3 - Motor Features & Data

. Helical worm gear

e  60:1 Gear reduction
e  5/8” Input shaft size
e 11/8” Output shaft

CAUTION! Do not operate the unit without ensuring it contains
the correct amount of oil. Do not overfill or under fill with oil. Injury
to personnel, unit, or other equipment may result.

Oil should be changed with greater frequency if unit is used in
severe environment (dusty or high humidity).

WARNING! Oil, housing, and other components can reach high
temperatures during operation and can cause severe burns. Use
extreme care when removing lubrication plugs and vents while
servicing the unit.

Figure 4 - Gear Box

See “Maintenance - Gear Box” section of the Operator Manual for Gear Box oil filling procedures, service
& maintenance.

Torque Limiter Clutch
e The torque limiter protects the drive line from damage due to overload conditions. The driven center
member slips on non-asbestos friction discs during overload situations in the drive line.
e Torque Ratings: Minimum: 60 Ib-ft.
Maximum: 190 Ib-ft.

Please note that the torque ratings are estimates. Actual torque capacity may vary significantly depending on
many factors. Field conditions such as oil, humidity, water, and temperature as well as the frequency and duration
of slippage all affect torque capacity. Although the torque limiter clutch is factory set at DryAir, periodic adjustment
may be required. It is recommended the torque setting of the clutch be checked twice per season (see
“Maintenance” section). With prolonged use the two friction disks, located on either side of the A-plate sprocket,
will eventually show wear.

e |tis important that the torque limiter clutch is adjusted properly. The clutch should be set to a slip torque
of 100 ft-Ib.

Operating Features 3-3
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Note: A visual check may be required to confirm whether it is the clutch that is slipping or the motor.

See “Maintenance - Torque limiter adjustment” section of the Operator Manual for Torque Adjustment &
Run-In Procedure.

Maintenance

DANGERY It is very important that you read and understand this section before operating the hose reel. Failure
to follow the procedures and cautions in this manual could lead to injury or possible death.

Precautions
Electric shock will result in death or serious injury.

o The user is responsible for conforming to all applicable code requirements with respect to grounding
all equipment.

e Many parts in this drive controller, including printed wiring boards, operate at line voltage. DO NOT
TOUCH. Use only electrically insulated tools.

e DO NOT touch unshielded components or terminal strip screw connections with voltage present.

e |Install and close all covers before applying power or starting/stopping the hose reel.

e Before servicing:

e Disconnect all power.
e Place a “DO NOT TURN ON" label on the power cord.

e Disconnect all power, including external control power that may be presently servicing the drive
controller.

Electric Motor
¢ No regular maintenance is required.
o Make sure that the motor is not in prolonged contact with moisture during operation or storage.

GearBox
Maintenance & Operation

WARNING! Oil, housing, and other components can reach high temperatures during operation, and can cause
severe burns. Use extreme care when removing lubrication plugs and vents while servicing the unit.

e Do not operate the unit without making sure it contains the correct amount of oil.

o Do not overfill or under fill with oil, or injury to personnel, unit, or other equipment may result.

e For proper operation in subzero conditions, it is mandatory that the following oil be used: “Spartan EP
320 industrial gear oil” or equivalent.... Any other gear oil will void warranty!

Operating Features 3-4
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Qil Filling Procedure
¢ Remove Fill and Vent Plug.
e Clean threads on the removed plugs and the plug holes with degreaser.
o Fill gear box with the recommended lubricant (see above) to a level near the center line of the
uppermost horizontal shaft or until lubricant comes out of the oil level plug hole.
e Install plugs secure in gear case.

Fill/Vent

o

Sight —
D | — | Class \_
N~ @

—T

Figure 5 - Oil Fill Location Gear Box

Break-In Period

After the first 100 hours of operation, drain out initial oil, flush out the gear case with an approved, non-flammable,
non- toxic solvent, such as Whitmore’s Flushing Oil (#06802030) or Medallion Flushing Oil Kosher (#06812010),
and refill. Thereafter, oil should be changed at least every 2,500 operating hours or every 6 months - whichever
occurs first.

Note: Oil should be changed with greater frequency if the unit is used in severe environments (dusty or high
humidity).

Torque Limiter Adjustment
e Although the torque limiter clutch is factory set at DryAir, periodic adjustment may be required. It is
recommended that the torque setting of the clutch be checked twice a season. With prolonged use the
two friction disks, located on either side of the driven center member, will eventually show wear.
e |tis important that the torque limiter clutch is adjusted properly. If the clutch slips too easily the spool
will take too long to stop, and hose will pile up on the reel. If the clutch does not slip at all the
protection on the drive will take over and the spool will again take too long to stop.

Physical check
¢ With no power being applied to the reel grip the edge of the spool plate and apply full upward force,
making sure that you are lifting with your legs and not your back.
e You should be able to cause the clutch to just slip with full lifting force.
o |If the clutch does not slip or slips too easily, refer to the “torque adjust procedure”, below.

Torque adjust procedure
e Ensure that the adjusting nut is in a finger tight position.
o |f the adjustment nut is tighter than finger tight, loosen and complete previous step.
e Match the mark on the adjusting nut with the hub. Using a torque wrench tighten the adjusting nut to
90 ft-Ib. After the break-away torque is set, bend the tabs of the lock washer over the hex flats of the
adjusting nut.

Operating Features 3-5



ZDRYAIR

| Heat J Dry J Thaw J Cure J

Note: The torque limiter clutch nut requires a reasonable
amount of force to adjust. Use a torque wrench that provides
you with at least 18” of leverage.

Run-in procedure

e |f the torque limiter has been taken apart and
reassembled, or friction disks have been changed, it
is recommended that the clutch be “run in” by
“slipping” the center member (sprocket).

e Ensure that the adjusting nut is in a finger tight
position.

e Match mark the adjusting nut and hub. Advance the
adjusting nut %4 turn from finger tight.

e Slip the torque limiter sprocket for 8 minutes at full RPM.

—Center Member
ring /
: ./\3 ol _‘/—Pressure Plate
i * G a— Set Screw

Spi

B

S

~—Hub

\—Bushing

Friction Disk

Adjusting Mut

Figure 6 - Torque Limiter Clutch

o Refer back to the “Torque adjust procedure” for final readjustment.

Operating Features
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4. Appendix

Electrical Schematic

12 VvDC
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Figure 7 - Hose Reel Electrical Schematic
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Material Safety Data Sheets
The Material Safety Data Sheets (MSDS) included with this manual have been provided by DryAir’s suppliers.

Appendix 4-2






SAFETY DATA SHEET

BOSS

LUBRICANTS [QA‘ngn

Issuing Date 03-Jun-2019 Revision date 03-Jun-2019 Revision Number 1

1. Identification

Product identifier
Product Name BOSS Chill Propylene Glycol

Other means of identification

Product Code(s) GHSRBS-041
UN/ID no. UN 3082
Synonyms None

Recommended use of the chemical and restrictions on use

Recommended use Heat transfer medium
Restrictions on use No information available

Details of the supplier of the safety data sheet

Initial supplier identifier Manufacturer Address
BOSS Lubricants 6303 30 ST SE  Calgary, AB T2C 1R4

Emergency telephone number

Initial supplier phone number (800) 844-9457
Emergency Telephone Chemtrec 1-800-424-9300

2. Hazard(s) identification

Classification

Not a hazardous substance or mixture according to the Globally Harmonized System (GHS) and Canada’s Hazardous Products
Regulations

Label elements

Hazard statements

Not a hazardous substance or mixture according to the Globally Harmonized System (GHS) and Canada’s Hazardous Products
Regulations.

ILMA

Irchependent Lubricont Marafocturens Assistior
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GHSRBS-041 - BOSS Chill Propylene Glycol Revision date 04-Jun-2019

Precautionary Statements - Disposal
Dispose of contents/container in accordance with local, regional, national, and international regulations as applicable

Other information

13. Composition/information on ingredients

Substance
Chemical name CAS No. Weight-% Hazardous Material | Date HMIRA filed and
Information Review Act |date exemption granted
registry number (HMIRA (if applicable)
registry #)
Water 7732-18-5 0.1-1 -
Propylene glycol 57-55-6 80 - 100 -
PROPRIETARY ADDITIVES PROPRIETARY 1-5 -

If CAS number is "proprietary”, the specific chemical identity and percentage of composition has been withheld as a trade secret.

4. First-aid measures

Description of first aid measures

Inhalation Remove to fresh air. If not breathing, give artificial respiration. IF exposed or concerned:
Get medical advice/attention.

Eye contact IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if
present and easy to do. Continue rinsing. Get medical attention if irritation develops and
persists.

Skin contact Wash off immediately with soap and plenty of water while removing all contaminated

clothes and shoes. Get medical attention if symptoms occur.

Ingestion Do NOT induce vomiting. Call a physician or poison control center immediately. If vomiting
occurs spontaneously, keep head below hips to prevent aspiration. Never give anything by
mouth to an unconscious person.

Most important symptoms and effects, both acute and delayed

Symptoms Prolonged contact may cause redness and irritation.

Indication of any immediate medical attention and special treatment needed

Note to physicians Treat symptomatically.

5. Fire-fighting measures |

Irdependent Luricont Mervsforturers Asatistie L smavtany

ILMA {‘..;;

Rt ©
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GHSRBS-041 - BOSS Chill Propylene Glycol Revision date 04-Jun-2019

Suitable Extinguishing Media Carbon dioxide (CO2). Foam. Dry chemical. Water spray or fog. Alcohol resistant foam.
Unsuitable extinguishing media Do not scatter spilled material with high pressure water streams.

Specific hazards arising from the  Use water spray to cool fire-exposed containers and structures. Isolate and restrict area

chemical access. Violent steam generation or eruption may occur upon application of direct water
stream to hot liquids. Container may rupture from gas generation in a fire situation. Fight
fire from a safe distance and from a protected location. Do not direct a solid stream of water
or foam into hot, burning pools; this may cause frothing and increase fire intensity. Consider
use of unmanned hose holder or monitor nozzles.

Explosion data
Sensitivity to mechanical impact None.
Sensitivity to static discharge  None.

Special protective equipment for Firefighters should wear self-contained breathing apparatus and full firefighting turnout
fire-fighters gear. Use personal protection equipment.

6. Accidental release measures

Personal precautions, protective equipment and emergency procedures

Personal precautions Use personal protective equipment as required. See section 8 for more information. Ensure
adequate ventilation.

Methods and material for containment and cleaning up

Methods for containment Stop leak if you can do it without risk. Keep out of drains, sewers, ditches and waterways.
Ventilate the area. Avoid breathing vapors or mists.

Methods for cleaning up Cover liquid spill with sand, earth or other noncombustible absorbent material. Prevent
product from entering drains.

7. Handling and storage

Precautions for safe handling

Advice on safe handling Avoid breathing dust/fume/gas/mist/vapors/spray. Avoid contact with skin, eyes or clothing.
Use only with adequate ventilation. Handle in accordance with good industrial hygiene and
safety practice. Do not eat, drink or smoke when using this product. Do not ingest. If
swallowed then seek immediate medical assistance. For industrial use only.

Conditions for safe storage, including any incompatibilities

Storage Conditions Keep container tightly closed in a dry and well-ventilated place. Keep away from heat,
sparks, flame and other sources of ignition (i.e., pilot lights, electric motors and static
electricity). Do not contaminate food or feed stuffs. Store only in containers resistant to
alkaline solutions with a pH of 9.0 to 12.0.
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8. Exposure controls/personal protection

Control parameters

Exposure Limits This product, as supplied, does not contain any hazardous materials with occupational
exposure limits established by the region specific regulatory bodies.

Appropriate engineering controls

Engineering controls Ensure adequate ventilation, especially in confined areas.

Individual protection measures, such as personal protective equipment

Eyel/face protection Wear safety glasses with side shields (or goggles). If splashes are likely to occur, wear
safety glasses with side-shields. Avoid contact with eyes.

Hand protection Wear suitable gloves.
Skin and body protection Wear suitable protective clothing.
Respiratory protection No protective equipment is needed under normal use conditions. If exposure limits are

exceeded or irritation is experienced, ventilation and evacuation may be required.

General hygiene considerations Handle in accordance with good industrial hygiene and safety practice.

9. Physical and chemical properties

Information on basic physical and chemical properties

Physical state Liquid
Appearance No information available
Color purple
Odor Odorless
Odor threshold No information available
Property Values Remarks e« Method
pH 9.0-10.5
Melting point / freezing point No data available None known
Boiling point / boiling range 188 °C [/ 317 °F ASTM D7213
Flash point 116 °C / 240 °F ASTM D93
Evaporation rate No data available None known
Flammability (solid, gas) No data available None known
Flammability Limit in Air None known
Upper flammability or explosive No data available
limits
Lower flammability or explosive No data available
limits
Vapor pressure No data available None known
Vapor density No data available None known
Relative density No data available None known
Water solubility completely soluble
Solubility in other solvents No data available None known
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Partition coefficient
Autoignition temperature
Decomposition temperature
Kinematic viscosity
Dynamic viscosity

Other information
Explosive properties
Oxidizing properties
Softening point
Molecular weight
VOC Content (%)
Liquid Density

Bulk density

No data available None known
No data available None known
No data available None known
No data available None known
No data available None known

No information available.
No information available.
No information available
No information available
No information available
No information available
No information available

[10. Stability and reactivity

Reactivity

Chemical stability

Possibility of hazardous reactions
Conditions to avoid

Incompatible materials

No information available.
Stable under normal conditions.
None under normal processing.
Heat, flames and sparks.

Strong oxidizing agents. Strong acids.

Hazardous decomposition products Thermal decomposition can lead to release of irritating and toxic gases and vapors.

[11. Toxicological information

Information on likely routes of exposure

Product Information
Inhalation
Eye contact
Skin contact

Ingestion

No known effects under normal use conditions.
Irritating to eyes.
Avoid contact with skin and clothing.

Harmful if swallowed. Ingestion of larger amounts may cause defects to the central nervous
system (e.g. dizziness, headache). Ingestion may cause gastrointestinal irritation, nausea,
vomiting and diarrhea. May cause adverse kidney effects.

Symptoms related to the physical, chemical and toxicological characteristics

Symptoms
Acute toxicity

Numerical measures of toxicity
No information available

No information available.
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Unknown acute toxicity No information available
Product Information
Chemical name Oral LD50 Dermal LD50 Inhalation LC50
Propylene glycol =20 g/kg (Rat) = 20800 mg/kg ( Rabbit ) Not available
57-55-6

Delayed and immediate effects as well as chronic effects from short and long-term exposure

Skin corrosionl/irritation Based on available data, the classification criteria are not met.
Serious eye damagel/eye irritation Based on available data, the classification criteria are not met.

Respiratory or skin sensitization Based on available data, the classification criteria are not met.

Germ cell mutagenicity Based on available data, the classification criteria are not met.
Carcinogenicity Based on available data, the classification criteria are not met.
Reproductive toxicity Based on available data, the classification criteria are not met.
STOT - single exposure Based on available data, the classification criteria are not met.
STOT - repeated exposure Based on available data, the classification criteria are not met.
Aspiration hazard No information available.

|12. Ecological information

Ecotoxicity Harmful to aquatic life.

Persistence and degradability No information available.
Bioaccumulation No information available.
Other adverse effects No information available.

[13. Disposal considerations

Waste treatment methods

Waste from residues/unused Dispose of waste in accordance with environmental legislation.
products
Contaminated packaging Do not reuse empty containers.
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4. Transport information

Transport Canada Not regulated

TDG Not regulated

DOT Not regulated unless shipping container holds at least 5,000 pounds.
UN/ID no. UN 3082
Hazard class 9

Packing group 1

MEX Not regulated

ICAO (air) no data available
IATA no data available
IMDG no data available
RID no data available
ADR no data available
ADN no data available

115. Regulatory information
Safety, health and environmental regulations/legislation specific for the substance or mixture

International Requlations

The Montreal Protocol on Substances that Deplete the Ozone Layer Not applicable
The Stockholm Convention on Persistent Organic Pollutants Not applicable
The Rotterdam Convention Not applicable

International Inventories

TSCA Complies.
DSL/NDSL Complies.
EINECS/ELINCS Contact supplier for inventory compliance status.
ENCS Contact supplier for inventory compliance status.
IECSC Contact supplier for inventory compliance status.
KECL Contact supplier for inventory compliance status.
PICCS Contact supplier for inventory compliance status.
AICS Contact supplier for inventory compliance status.
Legend:

TSCA - United States Toxic Substances Control Act Section 8(b) Inventory

DSL/NDSL - Canadian Domestic Substances List/Non-Domestic Substances List

EINECS/ELINCS - European Inventory of Existing Chemical Substances/European List of Notified Chemical Substances
ENCS - Japan Existing and New Chemical Substances

IECSC - China Inventory of Existing Chemical Substances

KECL - Korean Existing and Evaluated Chemical Substances

PICCS - Philippines Inventory of Chemicals and Chemical Substances
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